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$��[���[�:�/('�,3���WZLQ�VSRW�ZLWK�SRO\FDUERQDWH�ERG\�DQG�KHDG��&RVW�HIIHFWLYH��JXDUDQWHHV�DQ�HDV\�ZDOO�
mount installation and has 2 green indicators, one for power and one for lamp head. 

KEY FEATURES

• 12v sealed maintenance free lead acid batteries

• Control gear and lamp status LED indicators

• ,3���SURWHFWLRQ�DJDLQVW�GXVW�DQG�KXPLGLW\

• 2x3 2x3W LED delivering 300 lumens

• Wall mounted

• NI-CD battery type

• Two green indicators for power supply and lamp head

Dimensions (mm)

HARLED EMERGENCY TWIN SPOT

296 75

272

IP65 3YR 
WARRANTY
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Order Code: HAR-EMLEDTS20
DETAILS

Warranty 3 years

Applications Interior 

&HUWLÀFDWLRQ�V� CE, EN60598-2-22

Colour Finish White 

Luminaire Fixing Wall mounted

Construction Material 3RO\FDUERQDWH�ERG\�	�KHDG

Weight (kg) 1.35

Diffuser Type 3RO\FDUERQDWH

Voltage Range AC220-240, 50-60Hz

Convert Current 150-180V AC

Charge Current 120-230mA

Discharge Duration 3 hours

Deep Discharge 
Protection Voltage

3.14V

Protection Class IEC Class I

Wattage ��[��:�/('V���:�SHU�KHDG�

Kelvin 6000K

CRI >81 Ra

Lumens 300 

Operating Temperature -20oC to +45oC

Operating Hours >30000

IP Rating ,3��

Battery NI-CD

Emergency Duration 3 Hrs

Lamp Protection
2YHUFKDUJH�	�'LVFKDUJH�
3URWHFWLRQ

7HFKQLFDO�6WDQGDUG�6SHFLÀFDWLRQ


