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STEP 7 

 

Adjust the suspension cable to the desired lengths.

Installation is complete. 

STEP 3 

 

Screw the four fixing points into the panel 

STEP 1 

 

Ensure power is turned off. Drill six 6mm holes into 

the ceiling for the two suspension points. Insert wall 

plugs into the holes.

STEP 2 

 

Insert the M4 screw into the Ceiling Suspension 

Fixture and screw into the raw plug that sits in the 

ceiling.  (X2).

STEP 4 

 

Secure the suspension kit onto the four panel fixing 

points

STEP 5 

 

Slide the suspension wire through the fixing point to 

ensure the panel is level

STEP 6 

Slide the Suspension Cable through the Ceiling 

Suspension Cap and Screw the Ceiling Suspension 

Cap into the Ceiling Suspension Point
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安装指导

钢丝绳吊装安装示意图：

1.在天花板需安装灯具位置做好标记，用电钻钻 6个直径 6 毫米的孔，打孔的位置要和圆型钢丝

锁件孔位相匹配。

2.先在钻好的孔里敲入膨胀螺丝，再把圆型钢丝锁件和 M4*25 螺丝用十字螺丝刀拧紧到天花

板上。

3. 如图所示把钢丝吊装组件中的四个卡扣件与面板灯上的扣环两两相互连接。

Drill here
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4. 调整中线锁件的位置以调整灯具安装方向至水平，按压圆型钢丝锁件底部按钮来调整

面板灯至合适安装高度。

5. 最后安装完成效果。
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Before following these steps please ensure you have read and adhered to the guidelines and information overleaf. Remove 

the product from the box and inspect it for any damage. If the luminaire is in a good condition, proceed with installation. 

Core Plus Suspension Kit (RE36)

INSTALLATION INSTRUCTIONS
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